
TECHNICAL SPECIFICATIONS
- Compatibility:  Pairs to CC056W Camera
- Frequency Range:  2.4-2.483.5GHz Digital
- Transition Range:  120M Line of Sight
- Transmission Rate:  4Mbps
- Time Delay:  120mS
- Spread Spectrum:  FHSS
- Receiving Sensitivity:  -86dBm
- Connection Type:  4 Pin Female (30cm)
- TV System:  PAL / NTSC (Auto)
- Decompression Format: MPEG4
- Output:   Audio & Video
- Pairing:   Easy Button Press to Pair
- LED Indicators:  Power On -  Red 
   Pairing - Flashing Blue 
   Paired - Blue
- Operating Temperature: -20 to +70°
- Construction:  Metal Housing - Suitable for Outdoor Use
- Waterproof Rating:  IP69K
- Power Supply:  12-32V via 4 Pin
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The WR065 is an easy to use, digital 
wireless receiver that allows you to 
wirelessly connect the Axis CC056W 
camera to any monitor for a no-fuss 
setup. With 1 button pairing and an IP69 
weatherproof chassis, enjoy peace of 
mind with added convenience.
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• 120M Wireless Range
• 1 Button Pairing 
• Auto PAL/NTSC

WIRELESSLY CONNECT CC056W CAMERA TO ANY MONITOR



Storage and Keeping: 
1) Do not expose the device to excessive heat or cold. The storage temperature of this 
device is -30 to +80°C and the operating temperature -20 to +50ºC. The humidity is 
Rh90%. 
2) Avoid dropping or striking this device. 
3) Avoid using this device in areas with excessive vibration or subject to severe 
impacts. 
4) Do not place cables where they may be pinched or stepped on.
5) The device is designed to be water-resistant, but not for underwater application. 
 
Operating Precautions 
1) The device may be powered by a 12 or 24 volt automotive battery or vehicle 
electrical system. 
2) Make sure all cables are connected properly. Observe polarity. Improper cable 
connections may damage the device. Remove the power cable connections when you 
do not intend to use the unit. 
 
Warning 
High voltage is present within the device. The opening of the case should be by 
professionals 
 
Special Notice 
Never try to repair this device by yourself. In case of any problems, please turn off the 
device at once and notify our company or authorized dealer. 
 
Maintenance 
Remove all cable connections from the device before cleaning the unit 
 
CAUTION 
You are cautioned that any changes or modifications not expressly approved in the 
manual could void your warranty and necessitate expensive repairs.

1. PRECAUTIONS



2. PARTS IDENTIFICATION

“PAIR” BUTTON

ANTENNA

4-PIN Male Connector



Up to 120M 

Wireless Range!

Monitor not included

Optional CC056W 
(Camera not included)

WR056 
Receiver

4. APPLICATION
The WR065 is an easy to use, digital wireless receiver that allows you to wirelessly 
connect the Axis CC056W camera to any monitor for a no-fuss setup, allowing you to 
enjoy peace of mind with added convenience.

3. WIRING SEQUENCE
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Connector
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Battery
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DC/12V

Automobile 
Application
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Optional CC056W 
(Camera not included)

Monitor not included

5. WIRING

Connecting Monitor to WR056

Connecting Vehicle Battery to Optional CC056W

 - Connect receiver with monitor.

- Switch monitor’s channel to that of receiver’s. Red light of receiver will flash. 
  Then “Wait TX Signal...” shows on screen. 
 
- Press and hold the “PAIR” button on receiver for 5 seconds until the blue light flashes. 
   “PAIRING START xx” (xx is for one minute countdown time) shows on screen. 
 
- Press and hold the “PAIR” button on the camera for 5 seconds. 
   “SAVE DATA” shows on screen.

- The camera’s image will switch automatically.

6. OPERATING INSTRUCTIONS



7. NOTES



NOTES
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